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Environmental Protection Agency § 1042.305 

Subpart D—Testing Production-line 
Engines 

§ 1042.301 General provisions. 
(a) If you produce engines that are 

subject to the requirements of this 
part, you must test them as described 
in this subpart, except as follows: 

(1) Small-volume engine manufactur-
ers may omit testing under this sub-
part. 

(2) We may exempt Category 1 engine 
families with a projected U.S.-directed 
production volume below 100 engines 
from routine testing under this sub-
part. Request this exemption in your 
application for certification and in-
clude your basis for projecting a pro-
duction volume below 100 units. You 
must promptly notify us if your actual 
production exceeds 100 units during the 
model year. If you exceed the produc-
tion limit or if there is evidence of a 
nonconformity, we may require you to 
test production-line engines under this 
subpart, or under 40 CFR part 1068, sub-
part D, even if we have approved an ex-
emption under this paragraph (a)(2). 

(3) [Reserved] 
(b) We may suspend or revoke your 

certificate of conformity for certain 
engine families if your production-line 
engines do not meet the requirements 
of this part or you do not fulfill your 
obligations under this subpart (see 
§§ 1042.325 and 1042.340). 

(c) Other requirements apply to en-
gines that you produce. Other regu-
latory provisions authorize us to sus-
pend, revoke, or void your certificate 
of conformity, or order recalls for en-
gine families without regard to wheth-
er they have passed these production- 
line testing requirements. The require-
ments of this subpart do not affect our 
ability to do selective enforcement au-
dits, as described in 40 CFR part 1068. 
Individual engines in families that pass 
these production-line testing require-
ments must also conform to all appli-
cable regulations of this part and 40 
CFR part 1068. 

(d) You may use alternate programs 
or measurement methods for testing 
production-line engines in the fol-
lowing circumstances: 

(1) [Reserved] 
(2) You may test your engines using 

the CumSum procedures specified in 40 

CFR part 1045 or 1051 instead of the 
procedures specified in this subpart, ex-
cept that the threshold for establishing 
quarterly or annual test periods is 
based on U.S.-directed production vol-
umes of 800 instead of 1600. This alter-
nate program does not require prior ap-
proval. 

(3) You may ask to use another alter-
nate program or measurement method 
for testing production-line engines. In 
your request, you must show us that 
the alternate program gives equal as-
surance that your engines meet the re-
quirements of this part. We may waive 
some or all of this subpart’s require-
ments if we approve your alternate 
program. 

(e) If you certify an engine family 
with carryover emission data, as de-
scribed in § 1042.235(d), and these equiv-
alent engine families consistently pass 
the production-line testing require-
ments over the preceding two-year pe-
riod, you may ask for a reduced testing 
rate for further production-line testing 
for that family. The minimum testing 
rate is one engine per engine family. If 
we reduce your testing rate, we may 
limit our approval to any number of 
model years. In determining whether 
to approve your request, we may con-
sider the number of engines that have 
failed the emission tests. 

(f) We may ask you to make a reason-
able number of production-line engines 
available for a reasonable time so we 
can test or inspect them for compli-
ance with the requirements of this 
part. See 40 CFR 1068.27. 

§ 1042.305 Preparing and testing pro-
duction-line engines. 

This section describes how to prepare 
and test production-line engines. You 
must assemble the test engine in a way 
that represents the assembly proce-
dures for other engines in the engine 
family. You must ask us to approve 
any deviations from your normal as-
sembly procedures for other production 
engines in the engine family. 

(a) Test procedures. Test your produc-
tion-line engines using the applicable 
testing procedures in subpart F of this 
part to show you meet the duty-cycle 
emission standards in subpart B of this 
part. The not-to-exceed standards 
apply for this testing, but you need not 
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